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Naturally Weathered™ 
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The exteriors of traditional constructions made from cedar or 
white oak are intentionally left unfinished and exposed to the elements 
so they’ll transform over time into some lovely and familiar version of 
warm grey. Not worn out, but well worn. A look that carries with it
a sense of history and even pedigree.
 
Naturally Weathered brings that time-worn palette inside with 8
highly variegated neutrals that explore every aspect of the color grey
in our appropriately proportioned Skinny Planks™ format. So each
installation of Naturally Weathered will cover the floor in an entirely 
unique composition of pattern and color.
 
Naturally Weathered is made with 100% recycled content nylon and
is part of our i2® product family, designed to eliminate any concerns 
with blending different dye lots or selective replacement. And like all
of our products around the world, it is carbon neutral … just a few of
the steps we take on our path toward creating a climate fit for life.
Join the #climatetakeback movement.

CARPET TILE NATURALLY WEATHERED  COLOUR WROUGHT IRON   INSTALLED ASHLAR



CARPET TILE NATURALLY WEATHERED  COLOUR WOODSIDE   INSTALLED ASHLAR
LVT TEXTURED WOODGRAINS  COLOUR GREY DUNE   INSTALLED ASHLAR



PRODUCT NATURALLY WEATHERED   COLOUR GREYSTONE   INSTALLED ASHLAR
CARPET TILE NATURALLY WEATHERED  COLOUR QUICKSAND   INSTALLED ASHLAR

LVT STUDIO SET™   COLOUR PEWTER   INSTALLED ASHLAR



Naturally Weathered™ Colourline

9310-001-000 QUICKSAND 9310-002-000 WOODSIDE

9310-003-000 GREYSTONE 9310-004-000 BURNT EMBER

9310-005-000 SLATE GREY 9310-006-000 RAIN STORM

9310-007-000 WROUGHT IRON 9310-008-000 HARBOR GREY



Naturally Weathered™

Style Code	 9310 Pattern 000	  
Product Definition	 Tufted Textured Loop 
Yarn/Fibre	 100% Recycled Solution Dyed Nylon 
Machine Gauge	 Tapestry 
Pile Thickness	 2.5mm +/- 0.5mm 
Total Thickness	 5.5mm +/- 0.5mm 
Tile Size	 25x100cm 
Area of Use	 Commercial – General Use 
Lifetime Antimicrobial	 Intersept® 
Soil/Stain Protection 	 Protekt2® 
Installation Methods	 Ashlar, Herringbone

Specifications

PRODUCT NATURALLY WEATHERED  COLOUR BURNT EMBER  INSTALLED  HERRINGBONE

Carbon Neutral Floors™
All of our products are carbon neutral and our programme is verified by 

an independent third party, Bureau Veritas.

®

Production specifications are subject to normal manufacturing tolerances and may be changed without notice. Slight variation in colour among different production lots are normal and should 
be considered in the overall installation plan. Products covered by manufacturer’s written warranty only. All other warranties, including without limitation any implied warranties of merchantability 
or fitness for particular purpose, are hereby disclaimed. Contact your representative for written warranty information. 

All Interface manufacturing facilities in the Asia Pacific region maintain registration to ISO 9001 
Quality Management Systems and ISO 14001 Environmental Management Systems.



As part of Interface’s Mission Zero promise to eliminate any negative impact 
on the environment by 2020, we always consider the environment impact 
of every creative, manufacturing and building decision. This sample book is 
printed on recycled paper and with soy based ink. Twenty four virgin trees 
were saved from our use of 1725kg of recycled paper in the production of 
5000 sample books. Energy intensity also decreased and greenhouse gases 
were reduced. The other reductions came from waste water and solid waste. 
Through our sample reclamation program, we help keep sample materials out 
of landfill by re-using them until it is time to recycle these sample materials.
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